
P r o d u c t   S u m m a r y

The Eff Eff ESA500 System is an intelligent battery operated digital keypad with advanced functions

C e r t i f i c a t i o n BIM Assist™
European Norm No Harmonised European Norm CE
Product Classification n/a (No Harmonised European Norm)

EC Certificate of 
Conformity No.

n/a (No Harmonised European Norm) BC(A)R Assist™*

Certifire No. n/a Guarantee 1 Year
Declaration of Performance n/a (No Harmonised European Norm) Last Reviewed 19/02/2024

Other Test Evidence n/a * ROI Only

D e s c r i p t i o n
Assa Abloy ESA500 Offline Battery Operated Digital Keypad for use with 72mm DIN Panic Sashlock and Euro-profile Single & Turn 
cylinder
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Features

• Offline digital keypad that is used in conjunction with a 72mm panic sashlock 
and euro-profile single & turn cylinder

• Up to 30 user codes or four or six digits
• Key override
• User programmed

◦ Office function: Office code entered and lock enters passage mode, 
passage mode then deactivated at the end of the shft

◦ Permanent locking: Activate / deactivate that all codes are inoperable
◦ Codes that can be active for single use or for a number of hours
◦ Door open time
◦ Activate / deactivate buzzer

• Return to door lever handles
• Outer door handle rotates freely
• Inner door handle always engaged and assuring egress
• CR123A batteries with expected maximum life of 30,000 cycles in maxium of 3 

years 
• Can be used with all 72mm DIN European mortise panic sashlocks, with a 

minimum of 40mm backset and accepting square 8mm spindle
• Can be used with standard or narrow profile doors
• Indoor use only
• Door thickness of 40-50mm
• Universal handing
• Main electronics on outside
• Security-relevant electronics inside
• LED for status display (red/green/orange)
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D e s c r i p t i o n
Assa Abloy ESA500 Offline Battery Operated Digital Keypad for use with 72mm DIN Panic Sashlock and Euro-profile Single & Turn 
cylinder

ELECTRONIC ACCESS CONTROL SYSTEM COMPONENTS
· Manufacturer: Eff Eff
- Product reference: KAC-FF50011098A10211
· Type: Eff Eff ESA500 Offline Battery Operated Digital Keypad for 
use with 72mm DIN Panic Sashlock and Euro-profile Single & Turn 
cylinder
· Size: Escutchons W41 x H312.5 x D22 (Maximum)
· Material/ finish: Satin Stainless Steel with Black Keypad
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